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HALOGEN COLLINS DYNAMICS FX SERIES

Part # shown:
CD-FX-6

FX-6 Enhanced fl ood light
Enhanced fl ood pattern decklight with 7" single stage 40° • 
refl ector. Uses 100 watt H-1 bulb. Draws 7.8 amps.

FX-9 Selectable spot/fl ood light
Select spot or fl ood pattern with 7" dual stage • refl ector. Uses 
two 100 watt H-2 bulbs. Draws 7.8 amps on spot or fl ood.

FX-12 Selectable spot/fl ood light
Select spot or fl ood pattern with 7" dual stage refl ector. Uses • 
100 watt H-2 spot and 55 watt H-2 fl ood bulbs. Draws 7.8 amps 
on spot, 4.2 on fl ood.

FX-12 beam pattern
750,000 cp spot, 5,000 cp flood

FX-9 beam pattern
500,000 cp spot, 50,000 cp flood

FX-6 beam pattern
300,000 cp spot, 125,000 cp flood

The Collins-Dynamics brand has been the brightest spotlight on the 
market for over 25 years and continues to be a recognized leader.

The Collins Dynamics spotlight incorporates a unique spun aluminum 
refl ector that is polished and vacuum metalized. This process creates a 
high-quality mirror-like fi nish that emits a consistent beam focus that 
produces 30% more light output than sealed beam bulbs. 

Single- and dual-stage refl ectors provide high-intensity halogen spot, 
fl ood and enhanced fl ood beam patterns.  The body is constructed 
of black anodized aluminum with a chrome plated refl ector housing, 
and an aluminum switch box; switches are standard.  All models are 
standard 12 volt and, if specifi ed, offered with 24 volt bulbs.

BLOW AWAY ALL CHEAP DECKLIGHTS WITH THE FX!BLOW AWAY ALL CHEAP DECKLIGHTS WITH THE FX!

Collins-Dynamics Spotlight

Competitor Spotlight
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Part Number Watts Volts Amps Bulb Type Bulb Lumen Rating* Bulb Life

KR-31 70 12-24 7 @ 12v
3.5 @ 24v Metal Halide HID 6,000 10,000 hrs

KR-32 150 12-24 13 @12v
7 @ 24v Metal Halide HID 11,250 10,000 hrs

KR-33 350 120 2.9 Quartz Halogen 9,600 2,000 hrs

KR-36 750 120 6.25 Quartz Halogen 20,600 400 hrs

KR-37 750 220 3.5 Quartz Halogen 19,200 1,500 hrs

KR-39 900 240 4.2 Quartz Halogen 32,000 2,000 hrs

MAGNAFIRE 3000 SERIEs

MAGNAFIRE 5000 SERIEs
Part Number Watts Volts Amps Bulb Type Bulb Lumen Rating* Bulb Life

KR-51 70 12-24 7 @ 12v
3.5 @ 24v Metal Halide HID 6,000 10,000 hrs

KR-53 350 120 2.9 Quartz Halogen 9,600 2,000 hrs

KR-55 500 120 4.5 Quartz Halogen 10,500 2,000 hrs

KR-56 750 120 6.25 Quartz Halogen 20,600 400 hrs

KR-57 750 220 3.5 Quartz Halogen 19,200 1,500 hrs

FX SERIEs
Part Number Watts Volts Amps Bulb Type Bulb Lumen Rating* Bulb Life

CD-FX-6 100 12 7.8 H-1 2,800 150 hrs

CD-FX-9 100/100 12 7.8 H-2 3,000 100 hrs

CD-FX-12 100/50 12 7.8 H-2 3,000 100 hrs

CD-FX-HID-1 35 12 3.5 Xenon HID 3,300 3,000 hrs

STONCO SERIEs
Part Number Watts Volts Amps Bulb Type Bulb Lumen Rating* Bulb Life

KR-05 500 120 4.5 Quartz Halogen 10,500 2,000 hrs

KR-10 1000 220 4.5 Quartz Halogen 21,500 2,000 hrs

KR-15 1500 220 6.5 Quartz Halogen 35,800 2,000 hrs

ALL HaVIS LIGhThEaDS aRE aVaILaBLE WITh ThE DUaL CONFIGURaTION.  
ADD “-2” TO ThE END OF ThE PaRT NUMBER.  SEE BaCK COVER FOR MORE LIGhT OPTIONS.
PLEaSE NOTE: DUaL LIGhThEaDS aRE NOT aVaILaBLE ON 150 WaTT 12 VOLT LIGhThEaDS
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