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INSTALLATION INSTRUCTIONS

REMOVE GSM33311 1/4-20 X 3/4" 1.
SOCKET HEAD SCREW

PLACE CM009658 SPACER ONTO 2.
STUD OF GSM50342 CLAMPING 
HANDLE AS SHOWN

INSTALL CLAMPING HANDLE INTO 3.
COLLAR CLAMP

TO LOCK POLE HEIGHT BUT ALLOW 4.
ROTATION, INSTALL CM002603 SHAFT 
COLLAR ONTO UPPER POLE SECTION 
USING (2) GSM34403 #10-24 X 5/8" 
SOCKET HEAD SCREWS. DO NOT 
TIGHTEN

ADJUST POLE TO DESIRED HEIGHT, 5.
POSITION SHAFT COLLAR DOWN 
AGAINST  CM010145 CLAMPAND 
TIGHTEN SHAFT COLLAR SCREWS

QTY. PART NUMBER DESCRIPTION

1 CM002603 SHAFT COLLAR

1 CM009658 SPACER, ALUM, SHORT

1 CM010145 COLLAR, CLAMP, HDM POLE (PART OF POLE ASSEMBLY)

2 GSM34403 SCREW, 10-24 X 5/8, SHCS, SS

1 GSM50342 ADJUSTABLE (MALE) CLAMPING HANDLE
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