
REAR DOOR

PLINTH

PRO SPACER

BACKPLATE

M3X5MM 
THREAD 
FORMING 
SCREW

OPENING STEP 1: 
GRIP TOP CORNERS WITH THUMBS

OPENING STEP 2:
PRESS BUTTONS WITH 
INDEX FINGERS

TOOL LIST:
1: #2 PHILIPS SCREW OR DRILL DRIVER

ASSEMBLY STEPS:
IF USING THE A920 PRO INSTALL THE PRO SPACER BY PLACING IT INTO THE BACKPLATE AND  SECURING USING 2X M3X5MM 1.
THREAD FORMING SCREWS FROM THE BACK.
IF USING THE A920 THEN THE PRO SPACER DOES NOT NEED TO BE USED2.
OPEN BACK PLATE BY HOLDING AT THE TOP CORNERS AND PRESSING IN THE BUTTONS ON THE SIDE WITH YOUR INDEX FINGERS 3.
WHILE PULLING APART THE SIDES TO OPEN THE REAR DOOR.
SLIDE THE DEVICE INTO THE BACKPLATE AND SECURE BY CLOSING THE REAR DOOR.4.
THE DEVICE AND BACKPLATE CAN NOW BE SNAPPED ONTO THE PLINTH5.
TO REMOVE THE A920 DEVICE TO REPLACE PRINTER PAPER, REPEAT STEP #3 TO OPEN THE REAR DOOR AND SLIDE DEVICE OUT6.
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